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EXECUTIVE SUMMARY

This deliverable presents the results from final/phase 3 trials of the Aquaculture solutions and the testing
and verification methodologies that are used for the two pilots during Phase 3.

The work on the Aquaculture trials is split into five different scenarios. These are:

A1S1: Sensory Data Monitoring (Athens, Oslo)

A1S2: Camera Data Monitoring (Athens, Oslo)

A1S3: Automation and actuation functionalities (Athens)
A1S4: Edge and Cloud-based computing (Oslo)

A1S5: Cage to cage — on site communication (Oslo)

Two pilot (Greece, Norway) facilities have supported the trials each one implementing a subset of the
aforementioned scenarios. The Greek pilot aims to validate the application of 5G technologies on three
different scenarios, i.e., A1S1, A1S2, and A1S3. As described in the trials planning, this is split into
three phases where an incremental deployment and testing of the equipment and the underlying 5G
infrastructure has taken place in preparation for the final trial setups. During Phasell, initial deployment
of the equipment has been done and is thoroughly tested collecting useful metrics. In particular, cameras
and sensors have been installed, covering scenarios A1S1 and A1S2 for this first phase of
implementation. During phase 3, A1S3 has also been deployed in a lab setup at first and then moved to
the aquaculture site environment. Additionally, more cameras and sensors have been deployed and
tested in phase III, with the existing infrastructure, for stress-testing the networks, while moving towards
the integration with the network architecture.

The Norwegian pilot aims to validate the application of 5G technologies on scenarios A1S1, A1S2,
A1S4, and A1S5. The network infrastructure and the user application have been developed separately.
The actual installations and on-boarding have been done in phase II.

During the phase I1I, the initial installation plan had to be changed due to the fish being harvested before
any tests were carried out. Partners in the Norwegian pilot came to a conclusion that the equipment had
to be moved to a different location for the tests to be done. The new location ended up being Telenor’s
headquarters in Fornebu, where the tests are simulated as if it was on a fish farm.

Setup and infrastructure used are the same as described in previous deliverables (D5.2[1] and D5.3 [2]
with some exceptions:

1. The number of Sealab-systems is reduced from eight to one.
2. The systems are not recording live fish
3. Ethernet cabling is used instead of fiber

This deliverable also describes the required 5G infrastructure to assist in the development of validation
trials and provide suitable solutions for the described use cases. In the case of the Greek site, the network
solution is based in an end-to-end architecture, since the data had to be collected, transmitted reliably
through a dedicated network. The Non-standalone version of deployment has been adopted, using both
LTE and 5G wireless systems. The Radio Access Network collects the data from the equipment on site,
through the baseband node. Radio Access Network connectivity in the site facility is LTE based. The
Core Network (CN) will follow the RAN. A 5G EPC-in-a-box is used as a core network, which is a
virtualized solution for CN, taking advantage of enabling multiple VVirtual Network Functions (VNFs)
on a single server. For the case of the Norway site, the solution is also based in an end-to-end
architecture. During Phase III, the 5G-VINNI hosts a cloud native, multi-vendor 5G Standalone core
on an OpenShift cluster. The RAN uses the n78 band (with center frequency at 3350 MHz and 80 MHz
bandwidth) for the 5G New Radio (5G NR).

Towards testing and verification, the two pilots have used different tools to conduct the experiments. In
the case of the Greek pilot, a Key Performance Indicator (KPI) validation platform, as well as an
Analytics engine has been used to collect metrics from the installed equipment and analyse the data to

* Kok
* *
* *
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provide detailed results. Metrics have been collected and analysed towards providing initial results.
Production indices from the fish farmer point of view are also provided for the Greek site. In the case of
the Norwegian pilot, the measurement and analytics work have been divided into the network and the
application parts. The 5G-VINNI Test as a Service (TaaS) platform is mainly used for collecting network
KPIs. Application KPIs are measured by Sealab.

*
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1 INTRODUCTION

Two pilots have been deployed during the lifetime of the project, one in Greece and one in Norway,
covering different requirements that exist in two completely different environments. The scenarios that
have been executed are listed below:

A1S1: Sensory Data Monitoring (Athens, Oslo)

A1S2: Camera Data Monitoring (Athens, Oslo)

A1S3: Automation and actuation functionalities (Athens)
A1S4: Edge and Cloud-based computing (Oslo)

A1S5: Wireless communication (Oslo)

The two pilots have been developed, each with its selected scenarios. The design of the solutions has
covered both the network and software/hardware related aspects, while the installations have been
continuously upgraded in order to address trials requirements

In this deliverable, the final setup of the Aquaculture trials for both the user applications and the network
architectures are described for all the scenarios, as planned for the third and final phase of the project.
Additionally, details about the testing and verification processes are providing an overview of the KPIs
that are studied and analysed during the field trials and the tools that are used. Recommendations for the
outcomes from the scenarios are also provided.

1.1 Use case scenarios and phase III trials overview

Table 1, presents an overview of the scenarios that have been implemented in this vertical. Three
scenarios are trialled in Greek and four in the Norway test facilities. These scenarios are:

Table 1: Aquaculture scenarios overview

Scenario Location phase-3 Scenario owner and partners
trials

A1S1 Megara, Greece Greece (WINGS, ACTA, ICOM, NTUA, OTE, Skironis)
Oslo, Norway Norway (Sealab, TNOR)

A1S2 Megara, Greece Greece (WINGS, ACTA, ICOM, NTUA, OTE, Skironis)
Oslo, Norway Norway (Sealab, TNOR)

A1S3 Megara, Greece Greece (WINGS, ACTA, ICOM, NTUA, OTE, Skironis)

Al1S4 Oslo, Norway Norway (Sealab, TNOR)

A1SS Oslo, Norway Norway (Sealab, TNOR)

1.2 Organisation of the document

The structure of the document is organised as follows:

Each of the chapters 2-6 provides a description of each scenario of the phase 3 solutions, including
motivation, equipment and software used, tests and measurements of network, application KPIs and
recommendations.

Section 2: A1S1 Sensory data monitoring (Athens, Oslo)

Section 3: A1S2 Camera data monitoring (Athens, Oslo)

Section 4: A1S3 Automation and actuation functionalities (Athens)
Section 5: A1S4 Edge and Cloud-based computing (Oslo)

Section 6: A1S5 Wireless communication (Oslo)

Section 7: Conclusions

*
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2 SCENARIO A1S1: SENSORY DATA MONITORING

2.1 Description and Motivation

Marine aquaculture in Europe has been evolved into a high-tech industry, with many modern
aquaculture systems incorporating the collection of heterogeneous data from multiple sources into their
daily routines. These procedures are primarily manual and labour intensive, relying on the efforts of the
farm staff and regular site visits for monitoring and data collection. The workload on the operator is
exacerbated when multiple parameters need to be monitored, such as water quality, fish behaviour and
health, feeding, cage structural integrity, etc. Each parameter may require a series of different time-
consuming procedures, making data collection a time consuming task. Therefore, in recent years
automatic data collection systems have become extremely popular. Different sensors have been
developed to collect data on a variety of parameters on a continuous basis, enhancing the facility
operator’s monitoring capabilities by decreasing the effort required for the collection of the data, while
increasing the measurement rate and precision.

In addition to the requirement for the sensors to function and operate optimally, it is of vital importance
that systems in place allow for efficient transmission, management and storage of the data. This will
provide the operator with a series of services such as monitoring, operational management and decision-
making support in a more efficient manner. The solutions consist of two different elements. Firstly, the
hardware to be used on site collecting, accumulation, and transmission of the sensor data. The
acquisition of such large amounts of heterogeneous data calls for methodical storage and management,
as well as its exploitation to provide all the aforementioned services. Thus, the solutions will also include
the cloud platforms providing these functionalities, along with their server infrastructure and
visualization technologies. The 5G platforms SG-EVE [4] and 5G-VINNI [5] have been used to validate
the contribution of 5G to the aquaculture vertical requirements.

This scenario presents the setup of the network, the user application and their integration, which are
tested to produce data regarding the network performance when performing functions such as collecting,
transmitting and processing large amounts of sensory data collected on site.

2.2 Final setup

This subsection describes the final setup for the scenarios that were performed in the two aquaculture
sites.

Setup in Greece

The Greek site is utilizing the infrastructure from the 5G-EVE project which is installed in the
OTE-research premises and the Aquawings gateway with the sensors which are located in the underwater
sea at Skironis fish site and also some sensors exist in the photovoltaic panel used to power the gateway.
Data from the sensors are used to monitor and analyze the performance of the farm. Parameters like
oxygen, temperature, salinity, and meteorological data are frequently obtained to evaluate water quality
and guarantee the life quality of the site in general. Platforms provide these kinds of functionalities,
support data collection from multiple data sources and import the collected data into the management
system. Measurements of the network metrics are performed by ACTA’s measurement equipment based
on Viavi’s platform, and measured application KPIs regarding the resource metrics are transferred from
the WINGS servers to NTUA analytics server for further processing and correlation of results.

*
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Figure 1: Greek pilot - application architecture for A1S1 scenario
Setup in Norway:
Sensory data monitoring is executed by using sensors measuring oxygen- and salinity levels, sea-

temperature, air temperature, rainfall, wind and g-forces acting on the fish cage. The architecture for
A1S1 for the Norwegian pilot is represented in Figure 2.

Decision
support

- @ Analytics

Databases

(ce))
—
—
I E :
Surveillance camera 5G Gateway cusmm BlueTHink GO
(¢9)
Sensors (dissolved oxygen,
salinity, temperalure) .
& Network switch
Underwater camera et
Actor
Fish cage
Feed barge

Figure 2: Norwegian Pilot —architecture in scenario AI1S1
2.2.1  Network architecture

The network architectures that are used for the Greek and Norwegian sites are as follows:
Greek architecture

A 5G NSA infrastructure that connected the OTEresearch facility with the Skironis fish area was
established.

*
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Figure 3: Greek architectural infrastructure

The Greek infrastructure as shown in Figure 3, is used to demonstrate the Aquaculture scenarios
performed in the Skironis fish farm site. The RAN part of the network, provided by Ericsson was
installed on Skironis field trial site in Megara. It includes one BBU and one antenna, supporting New
Radio technology and covering the area where the fish cages are located. RAN is connected via OTE
premises at Megara, with the Ericsson VEPC in OTE testbed in Marousi, using a 10Gbps line. The
transport network is implemented using optical fiber supporting Control Plane for signaling traffic and
a separate User Plane. More details about the Greek infrastructure can be found in [4].

Norway architecture

For the Norway case, the architecture, shown in Figure 4, is used that refers to A1S1 and A1S2. The
fish farm equipment uses the Huawei 5G CPE Pro 2 as default gateway to Internet. All devices/sensors
have IPs from the CPE’s subnet, 192.168.8.0/24. Huawei 5G CPE Pro 2 H122-373 acts as gateway to
the Internet over the 5G network. In this scenario, the default route to the Internet through the 5G CPE
and Core is used for streaming raw sensory (and camera) data to Cloud endpoint(s). By using either
commercial or testbed SIM cards, a CPE attaches to the corresponding RAN and mobile core, where the
traffic is then routed towards the Internet (or towards local data networks). TNOR’s 5G VINNI uses a
multi-vendor 5G SA core, jointly provided by Casa Systems, Oracle, and ENEA.

Fish Farm Equipment

o

@ Decisi
) orport

@ .
Databases [.’] Analytics

BlueThink GO

5G-VINNI Next Sealabs Cloud
Figure 4: Norwegian Pilot overall architecture for A1S1 and A1S2 scenarios.

2.2.2  End user application

The end-user applicationswhich are used to collect data from the equipment in the sea and the external
equipment for the two sites are described below:
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Greek site

The solution for the Greek site, as presented in Figure 1, delivers enhanced monitoring and management
of farm operations, production planning, and sales monitoring and forecasting. The solution consists of
the User Dashboard, where all the monitoring and management functionalities are provided to user and
two WINGS Smart Gateway modules, one for collection and transmission of data coming from sensors
and one for collection and transmission of data from underwater cameras, all installed in the aquaculture
site. The platform provides two types of services: one is focused on the monitoring of various
parameters that are very important for the farms to keep track of and better manage his day-to-day
operations, and the other one is focused on the decision support for the farmer with suggestions for
optimal operations as well as insights on the overall progress of the farm.

Norway site

The data flow of the architecture presented in Figure 2 can be described as follows. Data is collected by
underwater- and surface sensors. The data is transported to the 5SG Gateway on the feed barge by a fiber
network. The gateway transfers the data to the cloud where it is stored, analyzed, and distributed to all
applications that need to consume it. The fish farmers get access to the data through the control room
on the feed barge and through the web application BlueThink GO.

Figure 5: BlueThink GO - web based service

Figure 5, shows BlueThink GO [6], a mobile control room that lets the user monitor the fish farm from
anywhere, anytime. It is a private web page for the specific fish farming site with the following real time
and historical data; livestream of one camera, timelapses, weather data (temperature, wind, air pressure,
rainfall, sunset/sunrise), sea conditions (salinity level, oxygen level, sea temperature, sea level, wave
height) and security (g-force acting on the cage, inclination of feed barge).

2.2.3 Hardware components

Greek site
The hardware components used for the Greek pilot are:

The aquaread sensor [7] which is an integrated sensor with turbidity, nitrate, ammonium, chlorophyll,
PH, electrical conductivity, salinity, temperature and oxygen probes.

Aquaread sensor

*
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The WINGS gateway that retrieves data from cameras and sensors and transmits them over the available
5G network. Over the air parameterization, adapting measurement and transmission profiles to user
preferences are transmitted.
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Norway

The hardware components that are used for A1S1 scenario at the Norway site are:
Salinity sensor
Conductivity/salinity sensor from Aqualabo [8]. This sensor is used to measure the salinity level [%o] in

each cage, at a depth of 5 meters. The sensors are connected to the cage cabinet. The communications
protocol is Modbus RTU over RS485.

*
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Oxygen sensor

OXYnor Optical Sensor [9] issued to measure the oxygen level [%] [mg/L] and sea temperature in each
cage, at a depth of 5 meters. The sensors are connected to the cage cabinet. The communications protocol
used is RS485.
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Weather station

Weather Transmitter from VAISALA [10] is used to measure weather data related to wind, rain, air
temperature and air pressure. The weather station is installed at the roof of the feed barge. The
communications protocol used is RS485.

Cage cabinet with IMU

Sealab cage cabinet is mounted on the side of each cage. Inside each cage cabinet there is an Inertial
Measurement unit, (IMU), (Bosch BNOO055 9-axis IMU [11]), used to log the G-forces acting on the
cage. This is the connection point for all Sealab hardware, distributing electricity and network to the
subsea units, winch and topside surveillance camera. Both the salinity and oxygen sensor are connected
to the cage cabinet via serial communication at 115200 baud, 8N1. Raw data from sensors, cameras and
pellet detection results from the Machine Learning, (ML), Virtual Machine, (VM), on the Edge are
forwarded to Sealabs Cloud (Microsoft Azure), where it is stored, analysed, and distributed to all
applications that need to consume it. The fish farmers get access to the data through the control room
on the feed barge and through the web application BlueThink GO.

2.2.4 Software components

Greek site
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The software consists of the monitoring and the decision support systems. At the user side, a dashboard
is provided which is named Aquawings platform whose purpose is to provide a series of monitoring and
management functionalities to the fish farmer. Its functionalities include:

Production monitoring: Production parameters such as stock density, Feed Conversion ratio, (FCR),
stock size and more information can all be visualized at the homepage of the site as well as in each
specific structure's dedicated information page.

Environmental monitoring: Environmental parameters can be monitored at all times via the dashboard.
Important values are always displayed on the dashboard, while the user can always access each
individual sensor and check the evolution of their parameters' time series in dedicated charts.
Additionally, the water quality analytics that are executed on the background can be visualized and
indicate trends for specific parameters, as well as identifying outlier values or threshold violations that
are observed.

Behaviour monitoring: Behaviour monitoring is available through a dedicated page where the user can
select one or more of the installed cameras to live stream its output.

Remote sensing monitoring: Satellite footage is daily recorded in the pilots. Satellite images can be
displayed for the user to inspect at any time.

User data input: Operational data such as manual observations or husbandry operations can be regularly
reported through a series of input forms.

Task management: The management of the maintenance, operational and husbandry tasks is one of the
features that is also offered by the dashboard.

Configuration: A settings page allows the operator to declare their preferences in terms of parameters,
protocols, and other options. Additionally, the configuration of the site can be modified from here,
editing the structures, the species residing on site and other characteristics of the farm.

Norway site

The Sealab Control room is shown in Figure 6, providing the customer with the ability to connect
remotely. This enables customers to feed several sites from one location, in addition to being able to
work even in harsh conditions on the site(s).

&' SEALAB

A
SEALAB Livestream

Custom Recaro chair .

. SEALAB Intelligence Unit

Figure 6: Sealab control room
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With the Sealab Intelligence Unit connected to the 4G or 5G network have access to show sites, cages
and underwater or surface cameras as they please. They can also use a winch to move the camera to the
position they want.

2.3 Testing and verification
This chapter describes the final measurement results of phase III.
2.3.1 Methodology

This scenario, implemented in Greece and Norway, focuses on the continuous sensory data collection
monitoring of the site. More and more fish farms gather big amounts of data to monitor and analyse the
performance of the farm. Parameters like oxygen, temperature, salinity, and meteorological data are
frequently collected to evaluate water quality and guarantee the life quality of the site in general.
Platforms provide these kinds of functionalities, support data collection from multiple data sources and
import the collected data into the management system.

Greek site methodology

At the Greek side, ACTA have assisted in the network rollout, activation, and UCs trialing, by measuring
network KPIs and validating the level of performance achieved. These KPIs comprise of metrics related
to the service provided to the end-users (such as latency, data rate, etc.) as well as others related to the
operation of the network (such as reliability and maximum sustainable rate).

ACTA’s implementation is based on both hardware and software probes managed by a dedicated cloud
platform. These elements are described in the following sections.

The following Viavi hardware network probes are deployed in key positions in the network (Figure 7).

MTS-5800 Handheld Network Tester

Figure 7: The Viavi MTS-5800 probe.

The Viavi MTS-5800 handheld network tester [ 12] can test throughout the service life cycle, including,
service activation, troubleshooting, and maintenance. Advanced Ethernet test features such as
throughput testing with TrueSpeed per RFC 6349 have also been employed.

Fusion JMEP
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Figure 8: Viavi SFP network probe.

The Viavi JMEP micro Ethernet probe [13] for Ethernet and IP performance assurance, are gigabit
Ethernet smart SFP transceivers, available in two varieties, a 1 Gbps JMEP3 and a 10 Gbps JMEP10,
that both can seamlessly be deployed inline into existing network devices. The SFP main capabilities
are:

e Fully compatible with RFC 2544 and Y.1564 test methodologies

e Activates test loopbacks (L2/L3)

e TWAMP-Light (RFC 5357)

e Measures throughput, availability, frame loss, frame delay, and frame delay variation.

These probes are complemented with SW based measurements and virtual probes that reside in the
ACTA KPI Measurement and Validation Platform, (KMVaP) which is an in-house development, cloud
platform, as described in the following section.

The KMVaP is the central management system for the multitude of probes that are installed in the
network and are responsible for collecting data from measurements of network KPIs. These additional
probes include (but not limited to):

Fusion TrueSpeed VNF
Throughput testing as a virtual network function based on RFC 6349.

Based on the IETF RFC 6349 TCP throughput testing methodology, Fusion TrueSpeed Virtual Network
Function, (VNF), performance tests serve as a neutral 3rd-party evaluation of network quality. Operating
as a VNF in conjunction with VMware hypervisors, Red Hat Linux, and x86 compute resources, Fusion
TrueSpeed VNF deploys quickly and tests reliably in all parts of the network.

VCPEI1 Software based probe

The hardware of Virtual Customer Premises Equipment, (VCPEL1), probe consist of a SUPERMICRO
SERVER 5019D-4C-FN&TP with characteristics such as;

CPU: INTEL SoC Intel® Xeon® processor D-21231T, 4-Core, 8 Threads, 60W

RAM:16GB DDR4-2666 2Rx8 ECC REG DIMM

DISK DRIVE: Samsung PM883 240GB SATA 6Gb/s V4 TLC 2.5" 7mm (1.3 DWPD).

*
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Figure 9: The Virtual CPE/ Software Probe hardware used in the KMVaP platform.

Being a virtual software probe, a VCPE can host a number of different probe functionalities tailored to
the measurements required by the network operator and/or Vertical user. Here we have:

- virtual Performance and Activation probes, (VPMA)

- virtual Testing and Activation probes, (VT A) that employ the Two-Way Active Measurement Protocol,
(TWAMP), software, which is explained in the coming sections.

The network probes and their measurements are managed via ACTA’s in-house developed KMVaP.
The interconnection of the platform with OTE’s LAB infrastructure is shown in Figure 10 together with
the Public IP address that is used for Remote Management, Remote Configuration and Access to the
collected data by third parties.

For security and full redundancy, the platform can also accommodate interconnection, access and remote
management and configuration using a 4G/LTE router connected to the PFsense Firewall/proxy/gateway
[14]. Due to the interconnection of the KMVaP with Data Plane of the Pilot 5G HEART Network as
well as the public internet, the use of a Firewall for both secure remote access and configuration, and
for public access to the gathered data/measurements the use of Pfsense is considered essential.

The internal Architecture of the KMVaP that is installed in OTE-group R&D Laboratories is shown in
Figure 10 below.

*
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Figure 10: ACTA’s KMVaP ecosystem for KPI measurement and validation.

The core part of the KMVaP central management system is based on VIAVI’s Network Integrated Test,
Real-time analytics and Optimization (NITRO) platform [15]. This is augmented by Open-Source
components and ACTA developed software in order to become a complete KPI validation system.

All the components of the KMVaP platform are Virtual Machines using a VM Hypervisor (hvfs). A
hypervisor or Virtual Machine Monitor, (VMM), consists of software, firmware and hardware that
creates and runs virtual machines. A computer on which a hypervisor runs one or more virtual machines
is called a host machine, and each virtual machine is called a guest machine. The hypervisor presents
the guest operating systems with a virtual operating platform and manages the execution of the guest
operating systems. Multiple instances of a variety of operating systems may share the virtualized
hardware resources: for example, Linux, Windows, and macOS instances can all run on a single physical
x86 machine. This contrasts with operating-system-level virtualization, where all instances (usually
called containers) must share a single kernel, though the guest operating systems can differ in user space,
such as different Linux distributions with the same kernel.

The collection of data is an automated process running 24x7, with lmin monitoring granularity and 100
ms sampling granularity.

The actual ACTA installation at OTE Labs and Skironis, can be seen in the photos of Figure 11 below.
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Figure 11: ACTA’s KMVaP ecosystem at OTE Labs and probes at Skironis.

Typical views are shown in the images of Figure 12 below that allow the operator to monitor in real
time the progression of the selected KPIs along the selected flows (network segments). Certain
thresholds can be set to allow for cockpit view of KPIs, in accordance to the specified performance
targets.
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Figure 12: ACTA KMVaP User Views for Performance Management

The schematic topology diagram of the KPI measurement probes and server for control and data
collection and analysis is shown in Figure 13.

One probe is connected via Ethernet through configuration between the ERICSSON-GR’s BBU and the
backhaul of the telecom network at the SKIRONIS, as shown in Figure 13. A second probe is installed
via Ethernet through configuration at the Backhaul of the telecom network in the OTE labs.

The ERICSSON-GR BBU s are installed in the SKIRONIS Aquaculture site. They also act as Two-Way
Active Management Protocol (TWAMP) [17] reflectors. The ERICSSON Packet Core network is
located in OTE labs. A large amount of network KPI data have been analyzed and presented in a user-
friendly format, to identify possible weak points of the network which indicate the need to undertake
corrective action for optimization and performance improvement. During the setup and verification
phases, the results of the measurements allowed the team to fine-tune various network parameters that
led to maximization of the network stability and performance under the given configuration.

*
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Figure 13: Overall network topology for the Athens SG-HEART site together with the KPI probes and server.

The TWAMP protocol was implemented in conjunction with the Robustel UE [17], which through its
Ethernet ports was connected to the ACTA TWAMP servers installed at Skironis premise (OTE
equipment room) (Figure 14).

Robustel 5G Gateway is a 5G high gain antenna with innovative design, automated alignment 5G
speeds and Wi-Fi coverage. The radio is dual band, i.e., both 802.11b/g/n 3x3 2.4 GHz and 802.11ac

*
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4x4 5GHz are supported. It has cellular WAN and the following connectivity interfaces Wi-Fi, three RJ-
45 GigE LAN ports and USB 3.0 Type A port (Figure 14).

*
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Figure 14: Robustel 5G Gateway (in the Lab and on location)

2.3.2  List of measured network key performance indicators

In Table 2, an overview of the network KPIs is provided for better understanding of how the heatmap
values are generated.

Table 2: Overview of network KPIs

Network KPIs
UL TCP Throughput (Mbps) 64
DL TCP Throughput (Mbps) 161 —-320
Real-time traffic throughput (Mbps) 0.20
E2E Latency (ms) 11.3

Norway site methodology

The Norwegian pilot leverages 5G-VINNI’s Testing-as-a-Service (TaaS) platform, specifically the
Hawkeye testing tool [18] for collecting network KPIs. A number of Hawkeye endpoints have been
deployed across the network for this purpose. ICMP/Ping tests are also used for reliability tests. Further
details are reported in D6.4 [3].

Norwegian Network KPIs
In the Norwegian pilot, four network KPIs are evaluated over the commercial 5G (NSA) and/or testbed
5G (SA) networks. Table 3, presents a summary of the measurement results, where one or multiple test

configuration/s have been used (per KPI).

Table 3: Summary of measurement results in the Norwegian pilot.

Network Requirements Commercial 5G (NSA)
1 [Broadband connectivity / peak data rate

DL Speedtest 757.01 Mbps

UL Speedtest 118.2 Mbps

*
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2 Latency
Sensors/devices to Sealabs Cloud 25.9 ms
Sealabs Cloud to remote Control Room in Trondheim (Internet) 20.81 ms

3 [Reliability™*

Sensors/devices to Sealabs Cloud 100%

4 |[nteractivity

Transaction rate

27.57 transaction/s

*Percentage of packets received out of 100000 packets sent.

Norwegian application KPIs

Application KPI

Measurements

AlSI,
Live experience

Measuring application KPI’s for A1S1, a scoring table with relevant
statements was made for the end-users, (7-10 persons), of the BlueThink
GO user interface. Table 4, presents average results from the feedback
with a score of 1 to 10, where 1 is worst and 10 is best.

Table 4: Users live experience value A1S1 (Sensor Data Monitoring)

Statement Score 1-10

Sensor data is Realtime | 9

Sensor data is stable 8

Sensor data is reliable 9

Overall experience 8

Average score: 8.5

Results from the live experience show little to no difference from using
the application on 4G.

Figure 15, shows the programs that are used to display sensory data, both
live stream and historically. This page can be accessed anytime, both from
a pc or a mobile.
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Figure 15: Screenshot of BlueThink GO showing the sensor data from Fornebu
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AlS1,
Availability/Reliability

To measure the uptime for the sensory data, the logging of real-time data
was monitored over a time period of 30 days. To get the percentage uptime
metrics, the time of the sensors being online and collecting real-time data
was then divided by 100% of the time. It was also set shorter time periods
for reference. Target value for this scenario was 99.99% uptime.

Table 5: Uptime metrics sensory data

Timeframe | Bin size Percentage uptime
24 hours 10 seconds | 98.495544497%
2 days 10 seconds | 99.247728719%
7 days 10 seconds | 99.758601875%
30 days 10 seconds | 74.812211373%

Figure 16, is a visual result for uptime over a 30-day period, with a 1 hour
bin size. The downtime seen on the graph is due to configuration on the
network.

Figure 16: Uptime metrics sensory data (1hour - 30 days bin size)

233

Measurement and testing tools in Norway

Figure 17, shows the dashboard used to display sensory data, both live stream and historical data. This
page can be accessed anytime, both from a laptop or a mobile.
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Figure 17: Screenshot of BlueThink GO showing the sensor data from Fornebu fish site in Norway
TICK-stack (Telegraf [19], InfluxDB [20], Chronograf [21], and Kapacitor [22] in addition to a
MQTT plugin are used to gather the sensory data. Chronograf is used to visualize the uptime metrics.

2.4 Recommendations

In this scenario real time sensor data is collected and the data has also been transmitted and processed
over the 5G-network. For this case a big difference between 4G and 5G is not observed, as the 4G
proved to be also sufficient. For more advanced sensor technology with larger amounts of sensors and
data, 5G capabilities will at some point be required.
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3 Al1S2: CAMERA DATA MONITORING

3.1 Description and motivation

Fish behaviour, disease and feeding as well as infrastructure monitoring are very important aspects of
modern aquaculture. Efficient identification and management of the various incidents that may come up
during production is crucial for the welfare of the fish as well as for the maintenance of the infrastructure.
The availability of camera streams transmitting the current status of the site aims to face current practices
that include frequent visits on site and thus, additional effort for the operator.

In this scenario, the aquaculture solutions developed support video streaming directly to the operator.

In order to support the concurrent operation of multiple camera streams for monitoring all available fish
cages as well as the infrastructure for maintenance and security purposes, the optimization of the
network infrastructure is necessary. As described in detail later, the utilization of multiple cameras helps
validate the applicability of 5G through the concurrent monitoring of all cages through a software
platform, as well as the 360-degrees video coverage of the whole infrastructure, providing a variety of
different loads that will stress the network.

3.2 Final setup

This subsection describes the final setup for the scenarios that were performed in the two aquaculture
sites.

Setup in Greece

The Greek site is utilizing the infrastructure from the 5G-EVE project, which is installed in the
OTEresearch premises, the Aquawings gateway with the sensors which is located in the underwater sea
at Skironis fish site, the ICOM surveillance camera that monitors the external environment of the
aquaculture site and the metrics measurement equipment from ACTA. The setup is the same as in Figure
L.

In the trials setup for the 360° camera monitoring scenario, the stream obtained by the camera installed
at the aquaculture site is processed by a server to provide streams of low and high resolution for a
requested field of view (360° or smaller) based on the selection of the operator. The two streams are
transmitted through the 5G network using two separate APNs that emulate the eMBB and URLLC slice
types respectively to exploit different network capabilities and combine the high throughput that eMBB
provides with low latency of the URLLC slice type. The two streams are transmitted through the
provided APNs using two R5020 Robustel [17] routers operating as 5G. The architecture is shown in
the Figure 18.
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Figure 18: Setup of the 360° camera monitoring solution.
Setup in Norway:

The scema showing the underwater and surface cameras is presented in Figure 1. Underwater and
surface cameras collect image data, which is then transported to the video distribution server. In addition,
the video material are pushed through the 5G gateway and to the cloud where it is stored and further
distributed to the user-applications.

3.2.1 Network architecture

The network architectures that are used for the Greek and Norwegian sites are as follows:
Greek architecture

A 5G NSA infrastructure that connects the OTEresearch facility with the Skironis fish area is established
as it shown in Figure 1.

Norway architecture
The architecture which is used for this scenario is depicted in Figure 2.
End user application

Regarding the application that refers to the underwater equipment, it is the same as the one referred to
section 2.2.2. Regarding the surveillance camera, rreal-time monitoring of the fish farm requires both
high bandwidth due to the demanding high definition video streams and low latency for real-time
streaming. The developed monitoring solution with the 360° camera tries to exploit different network
resource capabilities, visualizing low quality video stream when the FOV selected by the operator
changes, e.g., for rotation and zoom to reduce latency and avoid lags, and high-resolution video when
the FOV is stable to optimize the quality of the video presented. The high quality stream is transmitted
using eMBB slice type which provides high throughput, while a URLLC type is used to deliver the
lower quality stream (and the operator’s commands for the selected FOV) but at a lower latency.

* Kk
* *
*

*
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Norway site

The end user is able to watch the video streams through Sealab’s custom control room software. The
control room can either be on the feeding barge on the fish farm or remote on land. The control room is
described in section 2.2.4.

3.2.2 Hardware components

Greek site

The camera that is used for the monitoring of fish is shown in Figure 19.

Figure 19: Underwater camera used in the Greek site

The 360° on-surface camera for infrastructure monitoring (Dahua IPC-EBW81230 [23] is shown in
Figure 20.

*
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Figure 20: 360° on-surface camera for infrastructure monitoring.
Norway site

The hardware used at the Norway site are:

Sealab Underwater PT-Cam

360 degrees pan & 140-degree digital tilt, HD/4K Machine Vision Camera.
Stereo Camera forward, upward and downwards for biomass measurement
and artificial intelligence. One unit is installed in each cage and connected
to the cage cabinet on the surface.

Surveillance camera

HikVision DS-2DE4225IW-DE [24] is used for surveillance above sea
level. Infrared night mode gives clear images during night-time and dark
hours in the winter. 25x Zoom allows user to zoom in and inspect for
example mooring. These are installed on the roof of the feed barge and
on each cage, giving the opportunity to see the whole fish farm from
almost every angle up close.
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Sealab Underwater Light

360-degree light with maximum capacity of 40 000 LUMEN. An
underwater light that is installed in each cage in order to obtain
high quality video recordings at any time and at any depth. It is
mounted 70 cm above the underwater camera. The light can be
dimmed (0-100%) from the control room.

Sealab Winch

A winch is mounted behind the Sealab Cage Cabinet on each cage. It is used
to control the position of the underwater camera and light. It can be
controlled manually using the buttons on the winch or from the control room.

3.2.3  Software components

Greek site

The same as for A1S1.
Norway site

The same as for A1S1.

3.3 Testing and verification

This chapter describes the final results of phase III from the application perspective and correlates them
to the network metrics.

3.3.1 Network Testing Methodology
The network testing setup and tools are the same as the ones described in the A1S1 scenario.
3.3.2  List of measured network key performance indicators

Greek site

The data traffic is generated by the three cameras (one underwater, one from the drone and the
surveillance one). The maximum UL capacity of the network is around 60 Mbps. Here we mention only
the network KPIs which are used for the correlation diagrams.

Network KPIs for all cameras

Real time traffic Throughput 15
(Mbps)
E2E Latency (ms) 15

Network KPIs for surveillance camera
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Real time traffic Throughput 5
(Mbps)
E2E Latency (ms) 12

3.3.3  Correlation of application resource KPIs to network KPIs for the Greek site

Regarding the usage of computational resources, in Figure 21 - Figure 24, the CPU and memory usage
for both the servers and the gateway that are managing the video streams at the application site and
aquaculture sites, as well as the client that is receiving the video streams at the cloud part of the
infrastructure, are provided. Figure 24, shows the traffic sent by the surveillance camera server that is
managing the video stream by the camera and the associated incoming traffic in the client.

= [
g-om kL] - mon | -]
Figure 22: Client CPU and Memory usage
=. =
Figure 23: Gateway CPU and Memory Usage
- ]

Figure 24: Application traffic rate (server to client)

In Figure 25, a correlation analysis is provided based on the received network and application
performance metrics. . The objective is to identify strong correlations among the considered metrics.
Such correlations can be positive or negative and can denote strong associations among such metrics.
The identification of such associations is very helpful when planning management policies (e.g., scaling
policies) for the various application components. A positive correlation (blue colors in the figure) refers
to a relationship between two variables that move in tandem, while in the case of a negative correlation
(red colors in the figure), one variable increases as the other decreases, and vice versa. By examining all
the metrics, high correlation is observed in the resource usage metrics of the client (that receives the
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video streams) and the delay in the network. Given that the increased delay is due to increase in the
throughput of the network links, the workload posed on the client is also higher, leading to increased
usage of resources. By examining in detail, the trend in the consumption of CPU and memory resources
by the client, optimal scalability policies can be designed. Through the correlations, it is also shown that

the gateway is both CPU and memory intensive (high correlation with the bytes sent).

gateway-mem — 0.049 0.045  0.168 0048 0218  -0.208 wn«a 0.114 0226 0.218  0.361  0.163
gateway-cpu — . -0.108 0.34 0085 -0038 -0109 0014 0015 -0.188  -0.044 0.02 0.054  -0.167  0.031
app-Server-RAM ! 0.34 0.194 0074 | 0286 0193 0.31 -0.355 0443 0227 0315 0169 | -0432 0068
SurvCam-CPU — 0045 0085 0158 0074 0.377 0.16 0.197 0.13 0.126 0.2 0.198 0125 0067  -0.033
SurvCam-RAM — 0168 -0.038 0286  0.377 0024 | -0438  0.29
SurvCam-b-rec 0.048  -0.109 0193 0.16 0129 | -0.405 03
SurvCam-b-sen — 0218  0.014 0.31 0.197 0032 | -0437  0.208
Client-CPU —  -0.208  -0.015 | 0441 0355 013 -0409 0438 0413 -0.203
Client-RAM — | -0.443  -0188 0383 0443 0126 0285 0403 -0.176
Client-b-rec — 0.114  -0.044 0.227 02 -0.285 . 0072 | -0.333 0249
Chient-b-sen 0.225 0.02 0315 0.198 -0.403 - -0.028 | -0437  0.297
network-link-loss - 0.218 0054 0129 0189  -0.125 -0.024 -0120 -0032 -0203 -0176 -0.072 -0.028 0271 0.152
network-link-latency — = -0.361 0167 = 0408 0432  0.067 0339 0437  -0.271 .
network-link-jitter — 0,163 0.031 0302 0.088 -0.033 0.249 0.297 0.152 -
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Figure 25: Heatmap with network and application metrics

Moving one step further, in Figure 25, we focus on the relationship among the latency and jitter values
in the network and their impact on the performance of the application part in the client. It seems that the
increase in the CPU usage of the client is associated with increased levels of the latency, while there is
no severe impact on the jitter parameter.
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Figure 26: Linear regression models between CPU usage, latency and jitter

Norway site

In the Norwegian pilot, the user experienced UL throughput is evaluated over the commercial 5G -NSA
(in addition to the ones reported for A1S1). Table 6, reports a summary of the measurement results,
where multiple test configurations have been performed for the KPI. Different bitrates and number of
video streams have been evaluated based on a typical fish farm installation with 8 fish cages and 1 feed
barge. Each fish cage has 1 underwater camera (with 25 Mbps maximum bitrate) and 1 surveillance
camera (with 16 Mbps maximum bitrate), while the feed barge has 1 surveillance camera (also with 16
Mbps maximum bitrate). Four cases have been evaluated, sending: (i) all 17 streams with approximately
20 Mbps bitrate each on average, (ii) all 8 underwater video streams, (iii) all 9 surveillance video
streams, and (iv) mix of 4 underwater and 4 surveillance video streams (typically used in control rooms).

In A1S2, underwater and surveillance videos are streamed to the Cloud, so UL throughput is important.
The Average Video Playback Rate (Mbps) is used as metric for the user experienced throughputs. Table
6, reports the user experienced throughputs for the 4 cases mentioned above, indicating that throughputs
are capped by the peak UL data rate at around 120 Mbps. This would mean sending fewer videos at
maximum bitrates or sending compressed videos according to the cases mentioned.

Table 6: Summary of measurement results for emulated video streams in the Norwegian pilot.

Network Requirements Commercial 5G (NSA)
1 |User experienced UL throughput

17x20Mbps (8 underwater video streams + 9 surveillance video streams) 120.83 Mbps

8x25Mbps (8 underwater video streams) 120.29 Mbps

Ox16Mbps (9 surveillance video streams) 120.93 Mbps

8x20Mbps (4 underwater video streams + 4 surveillance video streams) 120.27 Mbps

3.3.4 Application KPIs

Norwegian Application KPIs
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Live experience: With different application scenarios the viewers, (about 10), rated their objective
experience from a scale from 1-10, where 1 is worst and 10 is best. The average score was 6.15.

Availability: The uptime of the subsea camera was measured using metrics from the camera collected
over the course of 30 days. We considered any period of time when the metrics from the camera was
missing for more than 10s as downtime when calculating the uptime post collection.

Frame loss: The frame loss was measured from ingestion of light by the camera and to the end user at
the displays in the control room. This means that the data goes from the local network on the farm, to
our media server in the cloud, and to local network of the end user. At the end user a suitable media
player was used to analyse the video stream. Results show that we achieve less than 1% frame loss in
all test cases, regardless of using 4G or 5G networking. As such, no conclusive results can be seen.

Frame quality: The image quality produced by the underwater camera is 1080p, with variable bitrate up
to 25Mbit/s. This results in a crisp and clear image. For more info: See A1S2, Live experience.

Application KPI Measurements
A1S2, Table 7: Users live experience value A1S2 (Camera Data Monitoring)
Live experience
Statement Scoring 1-10
Image quality while still 8
Image quality while moving 7
Pan/tilt reaction time 5
Video stream is Realtime 8
Image quality 2 streams 8
Image quality 3 streams 5
Image quality >3 streams 3
Overall experience 7
Average score: 6.15

Results from the live experience show that using 5G will enable the end-
user to stream high-quality video from 2 or 3 cameras at the same time
without the video quality being impacted. A standard fish farm in
Norway consists of 6-8 cages, and it proves the bandwidth is still too low
to manage up to 8 streams of high-quality video at the same time.

A1S2, Figure 27:Uptime metrics camera data (10 second - 30 days bin size)
Availability/Reliability

AlS2, Table 8: Frame loss measurements results
Frame loss

Setup Network Frame loss
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¥ ob HEART

Static 4G 0.10%
Static 5G 0.30%
Moving 4G 0.50%
Moving 5G 0.07%

Results in Table 8, show that in all four cases, a frame loss less than 1%

can be achieved, regardless of 4G/5G.

A1S2,
Frame Quality

The image quality of the underwater camera is 1080p, bitrate.

For more info: See A1S2, Live experience.

A1S2,
Delay:

Live Recorded Differential
Picture nr. (Trondheim) (Fornebu) [ms]
Live- and Recorded number ongin: [h:mm:ss:ms-ms]
1 4521243 4521163 800
2 4521263 4521183 800
3 4521223 4521142 810
4 4521210 4521126 840
5 4521190 4521106 840
6 4521170 4521086 840
7 4521150 4521066 840
8 4521136 4521050 860
9 4521116 4521030 860
10 4521037 4520957 800
1 4521096 4521006 900
12 4521076 4520989 870
13 4521057 4520973 840
14 4520942 4520864 780
15 4521017 4520937 800
16 4520997 4520916 810
17 4520983 4520900 830
18 4520963 4520884 790
19 4520909 4520828 810
20 4520897 4520812 850
21 4520870 4520792 780
22 4520857 4520776 810
23 4520742 4520669 730
24 4520782 4520695 870
25 4520701 4520615 860
26 4520674 4520595 790
27 4520654 4520571 830
28 4520628 4520543 850
29 4520601 4520519 820
30 4520574 4520495 790
Average differential = 823.3333333

By comparing 30 images an average was calculated to 823.33 ms

delay.

3.4 Recommendations

In this scenario it is shown that with the 5G-network it is possible to stream a large number of high-
quality videos from the cages to the remote operator than what was possible with the 4G-network. Still
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the number of videos it was possible to stream at the same time is too low as most fish farms in Norway
consist of 6-10 cages.

Recommended future work is to find a solution where high-quality videos can be streamed from all
cages at the same time.

*
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4 A1S3: AUTOMATION AND ACTUATION FUNCTIONALITIES

4.1 Description and motivation

Fish behaviour, disease and feeding as well as infrastructure monitoring are very important aspects of
modern aquaculture. Efficient identification and management of the various incidents that may come up
during production is crucial for the welfare of the fish as well as for the maintenance of the infrastructure.
The availability of camera streams transmitting the current status of the site aims to face current practices
that include frequent visits on site and thus, additional effort for the operator.

In this scenario, the aquaculture solutions developed aim to support video streaming directly to the
operator. Furthermore, any issues regarding disease or behavioural irregularities can be identified using
Computer Vision and Artificial Intelligence algorithms, while the feeding procedure is optimized by
specifying suitable times to start and stop feeding according to behaviour observations as well as to feed
waste observations at real-time. These features are made available over a specifically defined user
interface.

In order to support the concurrent operation of multiple camera streams for monitoring all available fish
cages as well as the infrastructure for maintenance and security purposes, the optimization of the
network infrastructure is necessary. As described in detail later, the utilization of multiple cameras
validates the applicability of 5G through the concurrent monitoring of all cages through a software
platform, as well as the 360-degrees video coverage of the whole infrastructure, providing a variety of
different loads that will stress the network.

4.2 Final setup

This subsection describes the final setup for the scenario that was performed at the aquaculture Greek
site. The setup is the same as the one presented in section 2.2.2, the difference is that there is an
additional hardware component which is the sea drone used to monitor the underwater environment.

4.2.1 Network architecture
The network architecture that is used at the Greek site is the same as the one presented in Figure 3.
4.2.2  End user application

The user application is the same as presented in section 2.2.2 with the additional information that there
is a drone that collects online video for the underwater environment and presents it to the dashboard of
the fish owner.

4.2.3 Hardware components

The additional component used in this scenario is the sea drone whose functionality is to provide a video
overview of the water surrounding. It has 6 degrees of freedom (DoF) and offers high maneuverability
and high-performance navigation under harsh underwater conditions. It has open-source software, a
modular frame design and a large number of accessories that increase flexibility and expandability for
the task of sea aquaculture monitoring. It includes two high-end LED lights, a full HD camera, comes
with a depth rating and tethering cable of 100m and its own fathom spool. The drone is shown in Figure
28.
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Figure 28: Drone used in Skironis underwater environment [25]

4.2.4  Software components

The software system consists of a decision support system to drive the business logic of the system and
assist the operator to make decisions regarding different aspects of the operation. These algorithms
consider the aquaculture farm's business requirements and exploit the available data collected to answer
specific questions for the user or provide an overview of the status to facilitate decision making.

4.3 Testing and verification
This section describes the final results of phase III trials from the application perspective
4.3.1 Network testing Methodology
The network testing setup and tools are the same as described in the A1S1 scenario.

4.3.2  List of measured key network performance indicators

Network KPIs
Real time traffic 15
Throughput (Mbps)
E2E Latency (ms) 11

4.3.3  Correlation of application KPIs to network KPIs

In Figure 29, a correlation analysis is provided based on the received network and application
performance metrics. By examining all the metrics, it seems that the data processing functionalities in
the drone are highly memory intensive. On the other hand, no severe constraints are noticed in terms of
CPU usage. Furthermore, the increase in the throughput served by the gateway seems to lead to increase
in the measured network latency. The latter seems to be mainly present in the cases where we have both
operation of the drone with parallel video streaming by the cameras in the aquaculture site (see Figure

*
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29 where in the first half of the experiment only the drone is operational, while in the second half, all
the application parts are operational).

Drone-RAM — -0.44 - 0.384 0.405

Drone-CPU — -0.44 -0.429 -0.442 -0.203 -0.224

Drone-bytes-received — -0.429 . 0.469 0.481

Drone-bytes-sent — —0.442. 0.429 0.446

Network Latency Avg (ms) — 0.384 -0.203 0.469 0.429

Network Jitter Avg (ms) — 0.405 -0.224 0.481 0.446
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Figure 29: Heatmap with network and application metrics.
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Figure 30: Average network latency
4.3.4  End user Production Indices (PIs)

For the fish farmer there are production indices (PI), which are for interest to the prosperity of the
business. The proper monitoring of the sea water quality and fish health are crucial for avoiding disease
among the species. Fish diseases usually do not stay on farms. Once introduced, pathogens can and do
spread to other farms via the water supply, birds and wild fish and other vectors within the ecosystem.

*
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Consequently, producers’ efforts to control disease tend to be interdependent, that is one farm’s practices
affect the likelihood of disease outbreak, and hence the prevention practices, on another farm.

At Skironis farm we considered the effort to examine the impact of the Aquawings system used in the
sea with the case when no system was used. Therefore we compared production indices such as the Food
Conversion Ratio (FCR) that presents the input of the feed that has been fed and the weight gain of
population, thus it is FCR = feed given / fish weight gain. This was taken with the camera that inspects
the food feeding process which is shown in Figure 31.

FCR
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Figure 31: FCR considered with the Aquawings system and without it.

Then we considered the Specific Growth Rate (SGR), which is a parameter that displays the increase in
fish weight per day. This coefficient was compared as before when an underwater camera was installed
with the case of not installing a camera. This is shown in the following Figure 32.
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Figure 32: FGR considered with the Aquawings system and without it.

We also considered the mortality rate of fish with and without the Aquawings system in order to come
to useful results for the Aquawings system.

*
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Figure 33: Fish mortality rate with the Aquawings system and without it.

Lastly, we considered the effect of Aquawings on the feed given to fish. Since one of the most costly
factors for a fish farmer is the food given to fish, controlling this parameter is of importance for the
prosperity of the fish farm.
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Figure 34: Fish feeding with the Aquawings system and without it.

4.4 Recommendations

An underwater drone can be a perfect instrument for monitoring the whole fish cage including fish and
cage net. A high-resolution camera can improve the images that are taken not only from one cage but
from multiple ones as it is the case for many fish farms. The underwater monitoring system has proven
effective when comparing data prior to the Aquawings system with the ones after installing it, and it has
been found that noticeable improvements can be achieved in terms of fish production with the
underwater Aquawings system.
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5 A1S4: EDGE AND CLOUD-BASED COMPUTING

5.1 Description and motivation

The aquaculture industry is one of the fastest growing industries in Norway. With 420 million Atlantic
salmon being bred at any time, the need for better, more reliable surveillance is bigger than ever. A
farming facility requires an open landscape that can be found in the most rural areas in Norway, which
also rates farming as the second most dangerous job in Norway. The possibility for automated feeding
and remote monitoring will reduce the risk for farmers. This requires massive amounts of data to be
processed and analysed. If the transmitted data from the site demands higher bandwidth than what is
available, the network capacity can be a bottleneck for the production facility. For that reason, both
edge- and cloud-based processing are needed to get the right data at the right time, for the right purpose.

With the Edge paradigm, computing and storage are brought closer to the customer. While this reduces
latency and the bandwidth requirements towards the Cloud, additional costs in terms of deployment and
operation are also incurred. Hence, a deeper assessment of the right trade-off between cost and benefits
for the use case. For this scenario, an edge-server is deployed on the customer premises to host the Al-
based Pellet Detection application that uses high quality underwater videos as input.

For A1S4 the video distribution server runs a pellet detection Al that uses a simple blob-detector. The
Al solution searches for and finds round objects in a picture, and a snippet of the object is passed through
the algorithm to determine whether it is a pellet or not. As the GPU communication overhead takes
longer than the resulting increase in processing speed, this entire processing is performed on the CPU.
The difference from A1S2 is that the Mobile Edge Computing node/server is installed to run the pellet
detection Al and the video distribution. Video material is pushed through the 5G gateway where it is
stored and distributed to the user-application. Real-time pellet detection results are presented to the
operator on a video overlay. To increase throughput, the solution is to automatically scale the number
of parallel Als, based on the hardware of the system it is running on or a predefined number.

5.2 Final setup

This subsection describes the final setup for the scenario that was performed at the Norway aquaculture
site.
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Figure 35: Norwegian pilot user architecture for A1S4

5.2.1 Network architecture (TNO)

The following architecture refers to A1S4. The right-hand side of the architecture is the same as that of
A1S1 (Figure 2), while the fish farm setup on the left-hand side includes a Customer Premise Edge. The
Edge equipment shares the same 5G CPE as gateway to the Internet, along with other sensors/devices
in the fish farm.
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Figure 36: Norwegian Pilot overall architecture for A1S4.
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Figure 37: Two paths required to support A1S4.

Figure 37, shows a more detailed view of the network setup of A1S4. Particularly, two paths are
required to support this scenario:

e  Underwater camera to the Edge ML VM — This path is needed to send the underwater
video streams to the Edge ML VM/s (10.12.101.0/24) and use them as input to the Pellet
Detection algorithm.

In this scenario, the setup uses a direct link (GbE cable) between the Ubiquiti switch [26] in the cage
cabinet and the Nokia Z9100 switch [29] on the Edge rack. Since the Huawei 5G CPE Pro 2 and
Ubiquiti switch do not have (good) NAT functionalities, this is only achieved by adding the route
to (from) 10.12.101.0/24 on the devices (Nokia Z9100 switch) via the 192.168.8.253 interface.

e FEdge ML VM to the Cloud — This path is needed to send the Pellet Detection results from
the Edge ML VM to the Cloud. It is supported by the default route to the Internet through
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the 5G CPE. Routes have been added on both Pileus and Z9100 towards 10.12.0.0/16 and
192.168.5.0/24, respectively.

5.2.2  End user application

The end user has access to Pellet detection as an additional application on top of the video streams. It
counts the number of pellets that are detected, and these are displayed as a graph, as shown in Figure 38
and Figure 39, for the end user.

Figure 39: A screenshot showing the pellet detection in use

*
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5.2.3 Hardware components

The Customer Premise Edge - also called Edge Device/server - is mainly used for underwater camera
data analysis based on Artificial Intelligence / Machine Learning. Based on the following application
server requirements:

Around 196 hyperthreaded vCPUs

650-700GB RAM

2.7-3TB SSD storage (CEPH)

2x25GB network ports in each server

2 GPUs

Open vSwitch [28] Data Plane Development Kit (OVS-DPDK), with 2 Cores allocated per
server (4vCPUs) for Virtual Machine (VM) networking

Sealab and Nokia have set up the Edge server using Nokia’s Airframe Open Edge solution [29]. A brief
overview of the infrastructure is as follows:

5 x Servers (24c, single CPU, 192GB RAM)
1x Z9100 leaf switch (32x100Gb ports)

2x GPU NVIDIA capability for the servers
Openstack Rocky release

High availability Openstack with 3 controllers
All servers can work as compute nodes

CEPH storage solution with SSD disks

Celerway Pileus router [30] is used for NAT in the Edge setup, as well as IPsec-based VPN for remote
management access to the servers, Openstack and VMs. The WAN port of Pileus is connected to the 5G
CPE for Internet access.

5.2.4  Software components

Sealab uses cloud processing for pellet detection. Video from each camera is streamed to a dedicated
cloud application where inference of a deep convolutional neural network is run on a virtual machine.

The result of the inference is then sent back to the farm, where the result of the pellet detection is
presented to the user through the feeding program.

5.3 Testing and verification
This chapter describes the final results of phase III trials from the application perspective.
5.3.1 Measurement methodology and testing tools
The Norwegian pilot leverages 5G-VINNI’s Testing-as-a-Service (TaaS) platform, specifically the
Hawkeye testing tool for collecting network KPIs. ICMP/Ping tests are also used. Further details are
reported in D6.4 [3].

5.3.2  List of measured key performance indicators

Relevant 5G network KPIs for this scenario are the same as in the previous scenarios (A1S1 and A1S2).
Norwegian application KPIs

A1S4, Misclassification - analyse correlation between frame quality and pellet detection accuracy:
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Methodology: In order to investigate how the pellet detector is influenced by the quality of the data
stream, the accuracy of pellet detections were compared for the same images undergoing varying
degrees of compression.

The benchmarking dataset is composed of 504 annotated underwater images of HD resolution. Each
image is compressed with JPEG compression, with compression rates ranging from 1x (no-compression)
to 17x. An example of the frame quality under different compression rates are shown in Figure 40.

The pellet detector is run on the images at varying compression rates and the quality of pellet detections
quantified at each compression rate.

The quality of the pellet detections is measured using average precision, a typical benchmarking metric
used to quantify object detection and localization methods. The threshold for bounding box intersection-
over-union is set to 0.5.

Figure 40: Varying degree of compression. From top to bottom: Original image, 8x JPEG compression, 17x
JPEG compression.

In Figure 41, the relative detection precision versus compression rate is shown. It is observed that at
even relatively small compression rates < 10x, the drop in detection precision is significant (>20%). In
scenarios with very limited bandwidth, where dramatic compression rates are needed to maintain real-
time execution, the precision is reduced around 60-80%.
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Figure 41: Relative detection precision vs frame compression rate.
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Figure 42: Relative detection precision vs frame compression rate.

It is observed that at even relatively small compression rates < 10x, the drop
in detection precision is significant (>20%). In scenarios with very limited
bandwidth, where dramatic compression rates are needed to maintain real-time
execution, the precision is reduced by around 60-80%.

If underwater videos are processed locally in the Edge and do not need to be
sent to the cloud, the throughput requirements will be reduced by around 58%
in a typical installation with 8 cages.

5.4 Recommendations

In this scenario it is shown how edge computing can be used to reduce the amount of data that needs to
be transferred from the fish farm and still get the information that is needed at the right time and at the

right place.

In this case the Al application Pellet detection was run on underwater video streams, this application
has shown good results with regards to the detection precision. But it was observed that at even relatively
small compression rates the drop in detection precision decreased significantly. This is something that
should be looked into in future work. For the fish farmer the application pellet detection can help
improve their feeding — making sure that the fish is fed enough to grow as fast as possible, but not being

overfed.

*
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6 A1S5: WIRELESS COMMUNICATION

6.1 Description and motivation - A1SS5 Wireless Communication

The capacity of the 4G network is too low to support the amount of data required to operate and navigate
underwater cameras in real-time, therefore cable networks (fiber optics and ethernet) are considered as
alternatives. Using fiber to transfer data between the cages and feeding barge is challenging as these are
exposed to breakage and damage. This can lead to downtime on the camera system, which is critical for
several daily activities, for example feeding.

By moving the 5G connection point from the centralized feed barge of the site to connection points at
each cage, this test aims to identify the benefits of 5G technologies in comparison with cabled setups
(e.g. fiber optics, ethernet) and wireless networks such as 4G, and Radio over Internet Protocol (RolIP)
that are most frequently used today.

6.2 Final setup

A1SS Part 1: One wireless cage

As previously mentioned, the current setup at Norway consists of equipment for 1 fish cage. This is
analogous to the first part of the original A1S5 trial plans, where onlyone cage is wirelessly connected
to both the Internet and the feed barge. Latencies and peak data rates (UL/DL) can be compared between
the cases with wired and wireless links between the cage and feed barge.

((A))
a0 (1)) Sensors Q Surveillance Camera
. Camera system
a- Weather station L] (underwater camera
light, winch)
Feed Barge (te)) 5G Base Station Cage Cabinet
with Control A (VINNI)
Room Mobile Edge Computiong Node
) D 5G Gateway (MEC Node)

Figure 43: A1S5 Part 1 — with 1 cage wirelessly connected
A1S5 Part 2: Wireless communication on site

Part 2 of the scenario is mainly evaluated through simulations and theoretical analyses for comparing
the throughput requirements when there is only one 5G gateway (shared by the feed barge and 8 fish
cages, for a typical installation) and when there is one 5G gateway in each cage as well as one 5G
gateway on the feed barge.

*
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Figure 44: A1S5 Part 2 - with 8 cages wirelessly connected, considered for simulation and theoretical analysis

6.2.1 Network architecture

The following architecture refers to A1S5. The right-hand side of the architecture is the same as that of
the previous scenarios in Norway (Figure 2 and Figure 4), while the fish farm setup on the left-hand side
includes multiple 5G CPEs. One 5G CPE is used for the fish cage equipment (i.e., one 5G CPE per cage,
for a multi-cage fish farm installation), and another 5G CPE for the feed barge hosting the Edge

equipment.
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Figure 45: Norwegian Pilot overall architecture for A1S5.

© 5G-HEART Consortium 2019-2022 Page 56 of 61



¥ b3 HEART
D5.4: Final Solutions for vertical Use of 5G

P
192.168.8.2 - .200 PaloAlto VPN

| Public IP 1 for video streams I

Sealabs
___“_..C.I?yg' I Public IP 2 for sensor data I
_4'.
\ | Public IP 3 for ML results |

Internet

193.156.89.146

&

NS 192.168.5.1

\*llll--------.

®192.168.5.3

192.168.8.254

Ubiquiti switch okia 29100

Internal Nokia Equipment .
10.12.0.0/24 Required paths
°e Overlay: Openstack VLAN G Devices/sensors to Cloud
02 1020/2 G == Underwater camera to Edge ML VM
Gt S LLEEELT] % Edge ML VM to Cloud

MLVM |

Figure 46: Three paths required to support A1S5.

Figure 46, shows a more detailed view of the network setup of A1S5. Particularly, three paths are

6.2.2

required to support this scenario:

Fish farm devices/sensors to the Cloud — This path is needed to stream raw sensory and camera
data to their respective Cloud endpoints and is the same with that of A1S1 and A1S2.
Underwater camera to the Edge ML VM — This path is needed to send the underwater video
streams to the Edge ML VM/s (10.12.101.0/24) and use them as input to the Pellet Detection
algorithm.

Contrary to A1S4, in this scenario the path goes all the way to the 5G Core (i.e., UPF of SA
Core, or SPGW of NSA Core) and leverages the CPEs WAN IPs (fixed IPs are necessary to
configure static routes between the CPEs). The Huawei 5G CPE Pro 2 (H122-373 Model) has
limited options for exposing the devices to the WAN. Port forwarding through Virtual Servers
only allows one device to use a specific port, while the DMZ option can only expose one device.
Hence, limited tests have been done in this aspect.

Edge ML VM to the Cloud — This path is needed to send the Pellet Detection results from the
Edge ML VM to the Cloud and is the same with that of A1S4.

End user application

For the end user the changes that are done in this scenario will not be noticed when using applications.
Hence, the end user application will be similar to the previous scenarios.

6.2.3

Hardware components

Hardware components are the same as in all previous scenarios.

6.2.4

Software components

Software components are the same as in all previous scenarios.

6.3 Testing and verification

This chapter describes the final results of phase III trials from the application perspective.
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6.3.1 Measurement Methodology and testing tools

The Norwegian pilot leverages 5G-VINNI’s Testing-as-a-Service (TaaS) platform, specifically the
Hawkeye testing tool for collecting network KPIs. ICMP/Ping tests are also used in addition to measure
latencies between the sensors/devices to the Edge ML VM, as well as for reliability tests. Further details
are reported in D6.4 [3].

6.3.2  List of measured key performance indicators

In the Norwegian pilot, four network KPIs are evaluated over the commercial 5G (NSA), in addition to
the common KPIs already reported for the previous scenarios. Table 9, reports a summary of the
measurement results, where one or multiple test configuration/s have been performed per KPI. Different
bitrates and number of video streams have been evaluated based on a typical fish farm installation with
8 fish cages and 1 feed barge, similar to A1S2.

Table 9: Summary of measurement results for wireless communications on site.

Network Requirements Commercial 5G (NSA)

1 |User experienced DL throughput

8x25Mbps (8 underwater video streams) 58.57 Mbps

1x25Mbps (1 underwater video stream) 24.96 Mbps
2 |User experienced UL throughput

2x20Mbps (1 underwater video stream + 1 surveillance video stream) 39.81 Mbps

1x16Mbps (1 surveillance video stream) 15.96 Mbps
3 |Broadband connectivity / peak data rate

DL Speedtest (between 2 CPEs) 61.91 Mbps

UL Speedtest (between 2 CPEs) 60.66 Mbps
4 |Latency

Underwater camera to Edge ML VM 15.52 ms
5 [Reliability*

Underwater camera to Edge ML VM 99.999%

*Percentage of packets received out of 100000 packets sent.

User experienced DL throughput is particularly important for A1S5, where the fish cages send the
underwater video streams to the Edge ML VM. The two extreme cases are evaluated — with only one
fish cage and with all eight fish cages streaming underwater videos at maximum bitrate/s. While the
expected DL throughput of 200 Mbps is well below the peak DL data rate reported in Table 9, the user
experienced DL throughput is capped by the effective peak UL data rate of around 60 Mbps (half of the
one reported in Table 3). This is due to having two 5G CPEs on the site, without priorities. For future
work, it would be interesting to look into network slicing and differentiate between CPEs on the fish
cage/s (priority on UL) and on the feed barge (i.e., priority on DL).

On the other hand, user experienced UL throughput is evaluated to see the reduction of throughput
requirements when a dedicated gateway is used on the feed barge, as well as on each cage. This would
mean sending: (i) 2 streams from the cages with approximately 20 Mbps bitrate each on average, and
(i1) 1 surveillance video stream from the feed barge.

Finally, latency and reliability between devices connected to different SG CPEs are also evaluated in
the wireless case, mainly for the link between the underwater camera and the Edge ML VM.
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6.4 Recommendations

Replacing the fibre cables with a 5G solution would be of a great benefit. Seen from a fish farmers point
of view, the less physical equipment on the fish farm the better. It would be especially beneficial to
remove the fibre cables as they are exposed to being damaged by boats or activities on the farm. In that
case one runs the risk of losing the connection between the sensors and cameras on the cages and the
feeding barge.

*
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7

CONCLUSIONS

This deliverable has reported the final phase III results from the aquaculture use case of SG-HEART.
There were five scenarios in this use case that were trialed and evaluated over the Greek and Norwegian
sites by using the SG-EVE, 5G-VINNI and commercial networks.

The results of all scenarios have shown significant outputs which are summarized below:

The 5G network is needed to support the high bandwidth which is required to transfer the high
bit uplink rates from all cameras installed in the fish cages.

The sensors and the underwater cameras enable proper monitoring of the water quality and fish
health.

Less feed is needed to achieve the same weight gain with the use of the underwater system.
Faster weight gain can be achieved with the use of cameras resulting in early harvesting

The use of camera enables the user to keep track of fish behavior resulting in disease prevention
and reduction in mortality rates.

Higher fish weight can be achieved by using less feed in the same time period.
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